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FUNCTION

The universal grain separator is designed for preliminary, primary and secondary cleaning of grain and
seeds of cereals, leguminous, cereal crops and canola.
The machine is used as the air-sieve separator in production lines and provides food grains or seeds.




DESIGN FEATURES

- separator provides separation of the grain material flow into 3
to 7 fractions;

- modular aspiration system can be supplied in various
modifications:
p — preliminary, | — industrial, s - seed cleaning (Drawing 1);

- z-arrangement of sieve surfaces provides accurate sorting of
the material (Drawing 2);

- it is allowed to change the functional purpose of the sieve
planes by rearranging the receiving trays.(Drawing 3 );

- drive mechanisms do not require adjustment (automatic
tensioners and gear motors are applied ) (Drawings 4 - 5).
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Model 15-3/2 [ 12-5/2 | 15-5/2[15-6/3
Productivity, tons/hour
- preliminary cleaning 50 60 80 160
- primary cleaning 25 30 40 80
- secondary cleaning 5 8 10 20
Installed power of electric motors, kW (without air pipes, fan and cyclone) 11,6 5,5 7
Weight, kg 2500 | 3000 | 3300 | 5000
Overall dimensions, (mm)
- length 2750 3350
- width 2150 1850 2150 2150
- height 2500 3450 4070




