U35 Technical Specification

Machine weight 3860kg
Bucket capacity 0.12m?
Width of bucket 550mm

Engine model Yanmar 3TNV88 | Yanmar 3TNV88F
Emission Standard CNIII | EuroV/EPA Tier 4F
Engine power 20.4kW/2200rpm | 18.2kW/2200rpm
Max. Gradeability 35°

Max. digging force of arm 25.78 kN

Traveling speed 3.1/4.8 km/h
Max haulingforce  20kN.
Slewing speed of platform 11~13 rpm

Max. digging height 5156mm /5273mm
Max. digging radius on ground level 5438mm / 5584mm
Max. dumping height 3588mm/3698mm

Min. slewing radius 2260mm/2287mm

Max. vertical digging depth 2620mm/2792mm/
Transportation dimensions

Overalllength  4853mm/4863mm
Overall width 1800 mm
Overall height 2575 mm
Other parameters

Width of undercarriage 1800 mm

Length of track 2093 mm

Width of track 300 mm

Minimum ground clearance 347 mm

Height between platform and ground 572 mm

Platform tail turning radius 1014 mm

Length to center of rollers 1620 mm

Fuel tank capacity 52L

Hydraulic oil tank capacity 40 L

Track gauge 1500 mm

Working Pressure 24 Mpa

Flow rate 90 L/Min

AUX1 Pressure/ Flow rate 28 Mpa/65 L/Min

AUX2 Pressure/ Flow rate 28 Mpa/50 L/Min
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Equipment

» Standards and requirements for special equipment vary by country.
For more details on equipment options, please feel free to contact us.

Component Part Description Standard Optional

LCD instrument @
AM/FM Radio With USB Port ®

High-back suspension seat ®

U35 Max. digging radius-5557 mm (without quick coupler)

Air Conditioner @
FOPS ®

TOPS . Standard Arm's Digging Force: 25.78 kN (market-leading performance)

Front Wipers @

» Dual-arm versatility: Standard/extended arm can meet the needs of different working conditions.
> Key specs: 0.12m"° bucket | 11~13rpm swing | 32.7kN bucket digging force.

Rearview Mirror ®

Cigarette Lighter ®
Steering head . > Robust construction: The heavy-duty machine structure, engineered for China's demanding

Mechanical quick Coupler 5 applications, handles North American and European job sites with ease.
Quick connector for AUX. pipes @

Hydraulic Quick Coupler Lines @

Hydraulic Quick Coupler . Lifting point radius (A) Rotation axis
Tilt Rotator @ -
300mm Bucket ® Lifting point
625mm Bucket @

1,400mm Arm @ N
1,550mm Arm o > gL ——— I \'\\ Ho°
Working device 1,700mm Arm " Wil '

Hammer lines ®

Hydraulic Hammer ® Lifting point height (B)
Auger @
Thumb &

Dozer blade @

Dozer Cylinder and boom cylinder Protection Plate @ Standard arm, standard counterweight(C=kg)

Arm cylinder protection Plate o
Bucket cylinder protection Plate ® A e —
Boom holding valve ® - —— — == ——
Arm holding valve @ ' U = '—’) U E__&) U E_'_—_') L E_F;) U E_F;)
300mm Rubber Tracks @ m *0 *0 *0 *0 o | v | — - — —
300mm Steel Tracks & *() *() *() *() *0 *0) *1004 499 — —
Travel Alarm . _ _ *0 *0 *1078 490 _ _
Dual Electric Proportional Control Joystick . _ | - | _ _ 1296 479 - l _ |
Load-Sensing Hydraulic System . om = - *1381 %1937 676 %1307 460 - -

Hydraulic system ISO&SAE control switch . *0 *0 | *3052 | *1251 *1812 675 1174 | 46l — —
AUX1 e *0 *0 *1977 ¥1289 *1179 699 — | — — —
AUX2 ® - _ _ _ _ _ _ _ _ _ S
AUX1 Pressure Adjustable o - _ _ _ _ _ _ _ _ _ -
Attachment Pipe Flow Adjustable » - _ _ _ _ _ _ _ _ _ _
2 LED Work Lights at the Front ®

| ighting 1 Rear LED Protection Light o E:planatior.‘ | B o | .

1 Boom Work Light o e data contained in these tables represent the lifting capacity in accordance with ISO standard 10567. They don t include the

weight of the bucket and correspond to 75% of the maximum static tipping load or 87% of the hydraulic lifting power.
Data marked * are the hydraulic limits of the lifting power.

Beacon on the canopy @

Extra counterweight @
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