REMET CNC TECHNOLOGY SP. Z 0.0.

DECLARATION OF CONFORMITY CE

I. We, (REMET CNC TECHNOLOGY Sp. Z 0.0. , 36-053 Kamien, Lowisko 320A we hereby

declare that:
The following devices by type and type, manufactured and marketed by us are safe and meet the

relevant safety and life-protection requirements.
And health included in the current Harmonized Standards and EU Directives. Modification and
modification of previously unconfirmed changes will result in this Declaration of Conformity becoming

invalid.
II. Equipment:

- name: tractor wood chipper (PTO)

- model:RP-80, RP-100 RP-120, RP-150, RP-200

III. Basic specifications:

The sound pressure was measured in accordance with the standards and reqmrements of the Declaration of

o ~ Model  RP-80 RP-100 | RP-120 | RP-150 | RP-200 |
Inner width [mm] 180 180 180 220 300
Interstitial clearance [mm] 80 100 120 150 200
The diameter of the gears [mm] 150 180 200 280 340
Housmg thickness [mm] T 20 20 20 20 20
Shaft Recommended speed PTO 540 [rpm] nght
~ Minimum / Recommended power [HP] 10/20 15/25 25/35 45/80 90/150
Max. Cutting diameter of fresh softwood [mm] * 70 90 100 130 170
~Max. Cutting diameter of fresh hardwood [mm] * 60 70 85 110 150
Max. Diameter of dry hardwood cuttmg [mm] * 50 60 70 90 130
2 knives: 2 knives: 3 knives: 3 knives: 3 knives:
Length of the cut [cm] B15 21a B9 AR 18-30
9 3 knives: 3 knives: 4 knives: 4 knives: 4 knives:
T 5-10 5-12 B1R e | 18E
Length / width of conveyor belt [cm]** 230/25 230125 230/25 300/30 300/30
Weight [kg] - 230 260 310 440 600
LpA 742 dB(A) | 749dB(A) | 762dB(A) | 78,1dB(A) | 79,8 dB(A)
LwA 82 dB(A) 82 dB(A) 83 dB(A) 86 dB(A) 89 dB(A)
_ LwA 82 dB(A) 82dB(A) | 83dB(A) | 86dB(A) 89dB(A)
Applled directives UE: 2006/42/WE, 2006/42/EC, 2000/14/WE
[ el e PN-EN ISO 12100: 2011, PN-EN 13525+A2: 2009
| nee PN-EN 953+A1: 2009, PN-EN 60947-8

Conformity. Changes to technical specifications and changes to the unit may be made without prior notice:

LpA - Measured sound pressure level:
LwA - Measured sound power level:
LwA - Guaranteed sound power level:

* The maximum diameter of the chopped branches depends on the type of wood and the conditions of the cut

material. The maximum cutting diameters specified are valid at the tractor's recommended power.

** Only with conveyor belt version.

Date: 06.02.2016

Place: Lowisko

President of Remet CNC Technology:
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