Machine configuration: K5400283

Key Description
machine no. K5400283 K5400283
machine no. K5400283 K5400283

Unit type Serial number
Motor CD4045U322271
Equipment
LR_B04_0030 Implement carrier for Z-kinematics, hydraulic
LR_B08_0170 Lift arms, Z-kinematics, high-lift
LR_B12_0010 Implement carrier operation from the cab
LR_B14_0000 No tilt cylinder protection
LR_102_0000 No rear socket, 13-pin
LR_I04_0020 Front socket, 7-pin, switchable
LR_108_0000 No communication module
LR_110_0000 Without Machine connect
LR_114_0000 Without Remote Service
LR_J02_0000 Without collision protection
LR_J06_0010 Clevis-style hitch, manual
LR_JO8_0000 Without rear mounting plate, rigid 3-point
LR_K02_0020 Constant flow hydraulic 3rd service
LR_K04_0020 3rd and 4th auxiliary service, front
LR_K06_0020 Plug-in hydraulic coupler, 2 pairs
LR_K08_0000 Without additional hydraulic coupler, attachment side
LR_K10_0010 Reduced dumping speed
LR_K12_0010 Hydraulic oil HVI
LR_K18_0020 Hydraulic lines da, rear with unpressurised return



Equipment

LR_K20_0010
LR_K22_0010
LR_NO2_502N
LR_N10_0000
LR_N14_0000
LR_N16_0010
LR_N20_0000
LR_N26_0000
LR_N32_0010
LR_P02_0250
LR_P04_0000
LR_P06_0000
LR_P08_0000
LR_P10_0010
LR_P12_0010
LR_P16_0010
LR_P18_0000
LR_P22_0000
LR_P28_0000
LR_P32_0010
LR_P36_0000
LR_P38_0010
LR_P40_0010
LR_Q02_0040
LR_Q04_0010

LR_Q06_0000

Pressure-free return, front

Leakage oil pipe, front

17.5 R25 Nokian Hakkapeliitta Loader L2
Without anti-wrap guard for drive shaft, below
Without rear wheel arch extensions
Front mudguards, standard
Ground speed 40 km/h

Without limitation of angle of articulation
Tractive force adjustment, variable

DPS 4.51, 76 kW, ISO 14396, Stage V
Radiator, standard

Without fine sieve for radiator
Without air filter pre-cleaner

Reversible cooling fan incl. automatic function
Diesel particulate filter
Pre-heating of the engine coolant

No pre-heating of fuel

No engine cut-off

Standard exhaust

Fuel tank, plastic

Battery isolating switch

Fuel fill volume, standard

Transmission mode “powered zero”
Radio sound system, digital (DAB+)

Air conditioner

Standard door



Equipment

LR_Q08_0030 Tilting and height-adjustable steering column, two settings
LR_Q10_0040 Driver's seat, fabric cover, low-frequency, with seat heater
LR_Q12_0010 Left armrest

LR_Q14_0020 External mirror, mechanically folding, heated
LR_Q16_0050 Multifunctional joystick

LR_Q18_0010 Wide-angle mirrors

LR_Q20_0010 PROFI camera - rear

LR_Q22_0000 Without weighload system

LR_Q24_0010 Side window, left, rigid

LR_Q26_0040 Hinged window, right, 180 degree opening angle
LR_Q30_0010 Number plate light

LR_Q32_0030 LED work lights, front, x2

LR_Q34_0030 LED work lights, rear, x2

LR_Q36_0000 Halogen main headlights

LR_Q46_0000 Without front windscreen guard

LR_Q50_0000 Without side marker lights

LR_Q52_0010 Sun visor, front

LR_Q54_0000 No roll-up sun screen, rear

LR_Q58_0010 Fine dust filter, class F5

LR_Q66_0000 Interior rear-view mirror, right

LR_Q68_0000 No adaptive work lights

LR_Q70_0000 No adaptive work lights in front section
LR_Q72_0010 Steering column switch

LR_Q74_0000 No autom. rear work light activation
LR_Q76_0000 No autom. beacon activation

LR_Q80 0020 Steel mount for main headlamp



Equipment

LR_R02_0010
LR_R06_0080
LR_R10_0020
LR_R14_0010
LR_R30_0010
LR_S02_0130
LR_S04_0000
LR_S06_0020
LR_S08_0010
LR_S12_0000
LR_S14_0000
LR_S20_0000
LR_S24_0000
LR_S28_0000
LR_S30_0000
LR_S32_0020
LR_S34_0000
LR_S40_0000
LR_S42_0000

K54/105

Oscillation damping

Central lubrication system, Z-kinematics
Automatic bucket return

Elevation limit switch

Creep speed facility incl. engine speed memory
Operating instructions, Finnish

No CESAR safety registration

Flashing LED beacon, foldable

Back-up horn, acoustic

Without pipe burst protection

Without fire extinguisher, 2 kg

Without country version

Without warning signs

Without transport crate
Without trade fair package

Tool kit

No optical reverse warning system
Registration, standard

Without seat belt warning

TORION 956 SINUS Stage V



